VEGI\W—INIK

Permanent magnetic chucks PMNM
PRECISION GRINDING AND ERODING

Material: NdFEB Magnet, steel, brass.
Polar pitch: 1,4 + 0,5 mm.

Holding force: approx. 100 N/cm2

Magnetic Flux Height approx. 5 mm

MODEL DIMENSIONS (mm) WEIGHT
L B H G
PMNM 1007 100 70 48 3
PMNM 1210 120 100 48 7 c
PMNM 1470 | 140 70 a8 7 (LA EARRERR
PMNM 1710 175 100 48 7 T
PMNM 2010 200 100 48 8 Y
PMNM 2011 200 110 48 9
PMNM 2012 200 120 48 10 < L >
PMNM 2510 250 100 48 10 3
PMNM 2513 255 130 48 13
PMNM 1510 100 150 48 0
PMNM 1515 150 150 51 9
PMNM 2515 250 150 51 16
PMNM 3015 300 150 51 19 ’
PMNM 3515 350 150 51 22
PMNM 4015 400 150 51 25
PMNM 4515 450 150 51 28 Permanent magnetic chucks type
PMNM 4520 450 200 51 42 PMNM are high precision plates for
PMNM 3020 300 200 48 18 clamping small and thin parts for
PMNM 4020 400 200 51 33 precision grinding and eroding.
PMNM 5020 500 200 51 41
PMNM 5025 500 250 51 61 The low magnetic field height
PMNM 6020 600 200 51 49 prevents magnetization of the
PMNM 2424 240 240 40 18 processing tools.
PMNM 2828 280 280 54 33
PMNM 3525 350 250 51 36 The chipboard is activated via a
PMNM 4030 400 300 51 49 removable hex shifter.
PMNM 5030 500 300 56 67
PMNM 6030 600 300 56 81
PMNM 6040 600 400 56 81
PMNM 3232 320 320 54 43
Other model on request
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